
Item NO. Pitcure Specification
Screen size: 3.5（4：3）

Display: 2AV input  

Brightness：200cd/m²

Contrast: 300:1 

Response time: 12ms 

Viewing angle: 72 × 52.56 

Best resolution: 320 * 240 

Format: PAL, NTSC 

For power supply: 12V

Screen size: 4.3 16：9

Display: 2AV input 

Brightness：200cd/m²

Contrast: 300:1 

Response time: 12ms 

Viewing angle: 96 * 54

Best resolution:640×480

Format: PAL, NTSC 

For power supply: 12V

Screen size:7 inches，16:9

Display:2AV

Brightness：200cd/m

Contrast: 400:1

Response time: <=12ms 

Viewing angle: 160

Best resolution:800*480 

Format: PAL, NTSC ，SECAM

For power supply: 12V

Screen size:7 inches，16:9

Display:VGA+AV1+AV2+HDMI

Brightness：200cd/m

Contrast: 400:1

Response time: <=12ms 

Viewing angle: 160

Best resolution:800*480 

Format: PAL, NTSC ，SECAM

For power supply: 12V

Screen size:7 inches，16:9

Display: 4AV input, built-in quad

Brightness：250cd/m²

Contrast: 400:1

Response time: <=12ms 

Viewing angle: 160

Best resolution:800*480dots

Format: PAL, NTSC ，SECAM

For power supply: 12V
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Screen size:8inch,4:3 

Display:VGA/AV/BNC

Brightness：250cd/m²

Contrast: 400:1

Response time: <=12ms 

Viewing angle: 160

Best resolution:800*600

Format: PAL, NTSC ，SECAM

For power supply: 12V

Screen size:8inch,4:3 

Display:VGA/AV/BNC

Brightness：250cd/m²

Contrast: 400:1

Response time: <=12ms 

Viewing angle: 160

Best resolution:800*600

Format: PAL, NTSC ，SECAM

For power supply: 12V

Screen size:9inch,16:9

Display:2AV

Brightness：250cd/m²

Contrast: 400:1

Response time: <=12ms 

Viewing angle: 160

Best resolution:480*234

Format: PAL, NTSC ，SECAM

For power supply: 12V

Screen size:9.2inch,16:9

Display:4BNC/VGA

Brightness：250cd/m²

Contrast: 400:1

Response time: <=12ms 

Viewing angle: 160

Best resolution:800*480

Format: PAL, NTSC ，SECAM

For power supply: 12V
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Screen size:10.1inch,16:9

Display:2AV

Brightness：250cd/m²

Contrast: 400:1

Response time: <=12ms 

Viewing angle: 160

Best resolution:480*234

Format: PAL, NTSC ，SECAM

For power supply: 12V

Screen size:10.4inch,4:3

Display:AV/HDMI/BNC/PC 

Brightness：250cd/m²

Contrast: 500:1 

Response time: <=5ms 

Viewing angle: 175 

Best resolution: 800*600

Format: PAL, NTSC ，SECAM

Display Color: Black 

For power supply: 12V/3A

Monitor size:26.6* 21.2 * 3 CM 

Screen size:10.4inch,4:3

Display:4BNC/VGA

Brightness：250cd/m²

Contrast: 500:1 

Response time: <=5ms 

Viewing angle: 175 

Best resolution: 800*600

Format: PAL, NTSC ，SECAM

Display Color: Black 

For power supply: 12V/3A

Monitor size:26.6* 21.2 * 3 CM 

Screen size:12inch,4:3

Display:AV/HDMI/BNC/PC

Brightness：250cd/m²

Contrast: 500:1

Response time: <=8ms

Viewing angle: 160 

Best resolution: 800*600

Format: PAL, NTSC ，SECAM

For power supply: 12V
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Screen size:10.4inch,4:3

Display:4BNC/VGA

Brightness：250cd/m²

Contrast: 500:1 

Response time: <=5ms 

Viewing angle: 175 

Best resolution: 800*600

Format: PAL, NTSC ，SECAM

Display Color: Black 

For power supply: 12V/3A

Monitor size:26.6* 21.2 * 3 CM 

Screen size:14inch,4:3 

Display:AV/VGA/BNC/HDMI

Brightness：450cd/m²

Contrast: 500:1

Response time: <=5ms

Viewing angle: 175

Best resolution: 1024*768 

Format: PAL, NTSC ，SECAM

Display Color: Black

For power supply: 12V/3A 

Monitor size: 35 * 27.5  * 4 CM 

Screen size:15inch,4:3 

Display:HDMI/VGA/BNC1/BNC2/BNCout/USB

3D digital comb filter (PAL / NTSC) 

3D digital noise reduction

HD high-definition signals 

Brightness：300cd/m²

Contrast: 400:1

Response time: <=8ms

Viewing angle: 160 

Best resolution: 1024*768

Format: PAL, NTSC ，SECAM

For power supply: 12V

Screen size:17inch,4:3

Display:HDMI/VGA/BNC1/BNC2/BNCout/USB

3D digital comb filter (PAL / NTSC) 

3D digital noise reduction

HD high-definition signals 

Brightness：250cd/m²

Contrast:500:1

Response time: <=5ms

Viewing angle: 160

Best resolution: 1280*1024

Format: PAL, NTSC ，SECAM

For power supply: 12V
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Screen size:19inch,4:3 

Display:HDMI/VGA/BNC1/BNC2/BNCout/USB

3D digital comb filter (PAL / NTSC) 

3D digital noise reduction

HD high-definition signals 

Brightness：250cd/m²

Contrast: 500:1

Response time: <=8ms 

Viewing angle: 160 

Best resolution: 1280*1024

Format: PAL, NTSC ，SECAM

For power supply: 12V

Screen size:19inch,16:9

Display:HDMI/VGA/BNC1/BNC2/BNCout/USB

3D digital comb filter (PAL / NTSC) 

3D digital noise reduction

HD high-definition signals 

Brightness：250cd/m²

Contrast:500:1

Response time: <=5ms 

Viewing angle: 160

Best resolution: 1440*900

Format: PAL, NTSC ，SECAM

For power supply: 12V

Screen size:22inch,16:10 

Display:HDMI/VGA/BNC1/BNC2/BNCout/USB

3D digital comb filter (PAL / NTSC) 

3D digital noise reduction

HD high-definition signals 

rightness：300cd/m²

Contrast: 1000：1

Response time: <=5ms

Viewing angle: 170 

Best resolution: 1680*1050

Format: PAL, NTSC ，SECAM

For power supply: 12V
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